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Conveyor TR

- Flexible Conveyor TR
- Two widths - 60 or 100 cm

 



Conveyor TR

The Conveyor TR is a fl exible conveyor that is 
available in two widths, 600 mm and 1000 mm. 
TR 600 can be supplied in lengths from 3-18 
metres and TR 1000 is supplied in lengths from 
3-10 metres. The conveyor is ideal for moving 
such medium-weight materials as: Silo feed, 
wood, chippings, timber waste, potatoes, onions, 
root vegetables, pellets, silo feed, ice, fi sh, etc.

The Conveyor TR is powered by a 2.2 kw worm 
motor, TKS supplies controls for the 
Conveyor TR, both manual and automatic, as 
required.

When you plan the location for a Conveyor TR, it 
is important that the angle is not too steep. In the 
case of silo feed, the angle should never exceed 
35o. 
If the angle is steeper, the feed may roll back and 
the Conveyor TR will clog. 

The Conveyor TR is perfect transporting feed 
from one fi lling source, e.g. FeedMixer or 
K2 CombiCutter, and up into a feed dispenser, 
such as EasyFeed or FeedBelt.

The Conveyor TR can be fi tted with a range of 
accessories, including extra side panels. These 
are useful when you want to avoid any form of 
spillage. 
The Conveyor TR can also be fi tted with a support 
foot where this is desired, or suspension with cable 
to the ceiling.

The Conveyor TR 1000 is useful when you want 
to leave a Mixer at an angle of 90o, or if you want 
to have it in a longitudinal direction for a K2. This 
allows you to collect the entire feed fl ow and you 
avoid stoppages.

The conveyor is supplied in 1m sections to make 
assembly easy at the user’s. It also makes it easier 
to extend its length later on.



Conveyor TR

Conveyor TR: 600 - 1000

Belt width 600 mm / 1000 mm

Motor power 2,2 kW

Belt speed 1 m/s

Carrier height 50 mm

Carrier spacing c/c 700 mm

Available equipment:

Supporting foot

Refi lling funnel

Sides kit for 600 mm / 1000 mm
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